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Forward arm
WORKTOOLS - COMFORT
The fluidity of the adjustment in height and depth of the flat screen monitor arm allows a better adjustment of the screen to the greatest number of user’s morphologies and thus to adopt a position of work in agreement with the ergonomic recommendations(European Display Screen Directive 90/270/EEC*). Optimising the sitting position in front of a screen ensures a proper ergonomic posture, reduces relieves and especially avoids in the long run problems of health.
Features
· 2 points of rotation, upper arm rotation 360°, lower arm rotation 180°(prevents cords from binding)and 2 points of vertical articulation.
· Arm equipped with a gas cylinder for an adjustment of 290 mm in height and 545mm in depth.
Screen tilt of 20°up and 30°down, 160°horizontally. Screen swivels into portrait or landscape position.

· 100mm and 75mm VESA plates included (quick-connect),safety screen between mechanism and screen to secure screen from theft.
· Quiet and fluid adjustment (gas cylinder) for flat screen between 3.7 to 9kg.
· 10 year Guarantee (5 years on the gas cylinder).
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Construction

· Aluminium and zinc parts.
· Epoxy coated finish applied to lower arm and brackets, other compoents in chromate finish.
· Transparent plastic end caps (PC).
· Field replaceable gas cylinder.
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